
Kistler Morse Microcell-Instalation Guide 
 
 

 
 

 
 
 

1. Ensure the area is clean and free  
             from rust and paint. 
 
       Drill and Tap a hole in the center 

 Area of the Microcell with #29 
    Drill and #8-32 Gun Tap. 
 
 
 
 
 
 
 

 
 
 

2. Screw Down the Drilling Jig 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3. Using #29 Drill Bit. Drill BOTH Holes 
One after the other without moving the jig. 
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4. Rotate the Jig For the #8-32 Gun Tap hole to align 
      with the drilled hole. Tap the hole when in position 
                         with the #8-32 Gun Tap. 

 
 
 
 
 
 
 
 
 
 
 
 

 
5. . Tap the hole when in position  
              with the #8-32 Gun Tap. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

6. . Smear Grease Provided over the area to receive 
  the Microcell-Draw round the cell to help establish 
             the area to grease. 
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7. With the Grease in place have ready the  
9/64 Allen Key and the 3/32 socket head 
Set screws, ensure the washers are used. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

8. Finally Bolt down the Microcell loosely  to the leg,  
Ensure the electronics are connected at this point to 
Measure any output fluctuation due to overtighting 


